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Skyline II



Tailored Precision.

Skyline II is a customizable, progressive drained/rear-ventilated rainscreen panel 

system. It accommodates complex panel shapes and sizes, requires minimal 

maintenance with no caulking between joints, and delivers superior aesthetics.
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Alpolic
Alucobond
Reynobond
Approved Equal

High-Performance Paint Finishes (AMMA 2605)
Custom Colors
Natural Metals (Zinc, Stainless, Titanium, 
Copper, Brushed Aluminum)
Anodized
Prismatic
Stone Finish
Wood Grain Finish

colors & finishes mcm manufacturers

mcm sheet options testing

applications system details

Exterior Wall
Exterior Soffit
Interior Applications
Column Covers
Panels can be Perforated
Curved or Radiused Applications

System - Drain and Back Ventilated Rainscreen
Joint Type - Dry Joint Spline - No Caulk
Joint Width - 1/2” min (request additional width)
Substrate Rec - 16 Gauge Recommended
System Depth - 2.5”
Max Panel Width - 60”
Max Panel Length - 194” (*request additional length)
Nominal Panel Weight - 3.5 lbs/sf

ASTM E283 - Air Penetration
ASTM E331 - Water Penetration 
ASTM E330 - Structural Performance
AAMA 501.1 - Dynamic Water Infiltration Test
AAMA 509 - Drained & Back Ventilated Rainscreen Test
NFPA 285 - Compliance 
ASTM E84 - Index
– Flame Spread - 0
– Smoke Developed - 10

Aluminum Composite Material (ACM)
See "Colors & Finishes"
Natural Metals:
– Copper Composite Material (CCM)
– Zinc Composite Material (ZCM)
– Stainless Steel Composite Material (SSCM)
– Titanium Composite Material (TCM)
Sheet Thickness: 4MM or 6MM
Core: Standard (PE) or Fire Resistant (FR)
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INSULATION IS REQUIRED WHEN
Z GIRT IS LARGER THAN 1"

#12-14 X 2" HWH ELCO DRIL-FLEX TEK-3

COLD-FORMED METAL FRAMING
(NOT BY FORM)

EXTERIOR GYPSUM SHEATHING
(NOT BY FORM)

WEATHERPROOFING
(NOT BY FORM)

1" MINIMUM DISTANCE

16 GA ZEE GIRT @ 16" OC

ACM PANEL

ACM SPLINE

#10-16 X 1" HWH ELCO DRIL-FLEX TEK-3

SYSTEM EXTRUSION

INSULATION IS REQUIRED WHEN
Z GIRT IS LARGER THAN 1"

1" MINIMUM DISTANCE

WEATHERPROOFING
(NOT BY FORM)

EXTERIOR GYPSUM SHEATHING
(NOT BY FORM)

 
#12-14 X 2" HWH ELCO DRIL-FLEX 
TEK-3

16 GA ZEE GIRT @ 16" OC

ACM PANEL

ACM SPLINE

#10-16 X 1" HWH ELCO DRIL-FLEX 
TEK-3

SYSTEM EXTRUSION

vertical joint

horizontal joint



contact
info@formmetal.com

1775 Hurd Drive
Irving, Texas 75038

formmetal.com


